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MULTIFUNCTION CRUSHER

MATCH IT WITH

DATA SHEET

Excavator weight

Equipment weight (no kit)

Maximum oil pressure

Required oil supply

Rotation oil pressure

Rotation oil flow

IT

MADE IN ITALY

GREAT VERSATILITY

THE RIGHT KIT FOR EVERY JOB

IDEAL FOR DEMOLITION, CRUSHING & CUTTING JOBS

HARDOX WEAR-RESISTANT PARTS

INTERCHANGEABLE TEETH & BLADES

360° HYDRAULIC ROTATION
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MULTIFUNCTION CRUSHER

MATCH IT WITH

DATA SHEET

Excavator weight

Equipment weight (no kit)

Maximum oil pressure

Required oil supply

Rotation oil pressure

Rotation oil flow

IT

MADE IN ITALY

GREAT VERSATILITY

THE RIGHT KIT FOR EVERY JOB

IDEAL FOR DEMOLITION, CRUSHING & CUTTING JOBS

HARDOX WEAR-RESISTANT PARTS

GREAT CYLINDERS PROTECTION

INTERCHANGEABLE TEETH & BLADES

360° HYDRAULIC ROTATION

EU USA

RMF5

4 - 8 t

624 lb

3625 psi

7 - 13 gal/min

725 psi

4 gal/min

4 - 8 t

283 kg

250 bar

30 - 50 L/min

50 bar

15 L/min

RMF7

7 - 11 t

992 lb

4496 psi

26 - 39 gal/min

870 psi

5 gal/min

7 - 11 t

450 kg

310 bar

100 - 150 L/min

60 bar

20 L/min

RMF10

12 - 15 t

1433 lb

4496 psi

39 - 42 gal/min

1740 - 1885 psi

5 - 8 gal/min

12 - 15 t

650 kg

310 bar

150 - 160 L/min

120 - 130 bar

20 - 30 L/min

RMF15

14 - 19 t

2182 lb

4931 psi

52 - 63 gal/min

1740 - 1885 psi

5 - 8 gal/min

14 - 19 t

990 kg

340 bar

200 - 240 L/min

120 - 130 bar

20 - 30 L/min

RMF18

21 - 28 t

2667 lb

4931 psi

66 - 79 gal/min

1740 - 1885 psi

5 - 8 gal/min

21 - 28 t

1210 kg

340 bar

250 - 300 L/min

120 - 130 bar

20 - 30 L/min

RMF24

26 - 36 t

3615 lb

4931 psi

68 - 84 gal/min

1740 - 1885 psi

5 - 8 gal/min

26 - 36 t

1640 kg

340 bar

260 - 320 L/min

120 - 130 bar

20 - 30 L/min

RMF30

30 - 38 t

5247 lb

4931 psi

73 - 95 gal/min

1740 - 1885 psi

13 - 16 gal/min

30 - 38 t

2380 kg

340 bar

280 - 360 L/min

120 - 130 bar

50 - 60 L/min

RMF40

36 - 50 t

5534 lb

4931 psi

79 - 92 gal/min

1740 - 1885 psi

13 - 16 gal/min

36 - 50 t

2510 kg

340 bar

300 - 350 L/min

120 - 130 bar

50 - 60 L/min

RMF55

50 - 70 t

8357 lb

4931 psi

89 - 100 gal/min

1740 - 1885 psi

13 - 16 gal/min

50 - 70 t

3791 kg

340 bar

340 - 380 L/min

120 - 130 bar

50 - 60 L/min

RMF80

80 - 100 t

11508 lb

4931 psi

106 - 132 gal/min

1740 psi

13 - 16 gal/min

80 - 100 t

5220 kg

340 bar

400 - 500 L/min

120 bar

50 - 60 L/min

RMF110

85 - 130 t

16094 lb

4931 psi

132 - 158 gal/min

1740 psi

18 - 21 gal/min

85 - 130 t

7300 kg

340 bar

500 - 600 L/min

120 bar

70 - 80 L/min



www.ramtec.it info@ramtec.it +39 3499813724 +39 0803388199

Data and pictures are not binding. The manufacturer can improve attachments without notice.

MULTIFUNCTION CRUSHER

Kit weight     Opening A       Length B         Depth W

IT

Pulverizer kit

Shear kit

Crusher kit
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MULTIFUNCTION CRUSHER IT

 Universal kit

Comby kit

Pulverizer kit

Shear kit

Crusher kit

Kit weight     Opening A       Length B         Depth W

RMF5

253 lb             16,15 inch            40,2 inch            9,85 inch

203 lb              13,4 inch             41,33 inch             11 inch  

220 lb               12,2 inch             40,2 inch             9,9 inch

115 kg              410 mm             1020 mm             250 mm

92 kg              340 mm             1050 mm            280 mm

100 kg               310 mm             1020 mm            250 mm

RMF7

440 lb              20,7 inch            56,9 inch            13,78 inch

397 lb              10,7 inch             57,71 inch             14,6 inch

551 lb              19,7 inch             58,5 inch             15,4 inch

200 kg              525 mm             1446 mm             350 mm

180 kg              270 mm             1466 mm             370 mm

250 kg             500 mm             1486 mm            390 mm

RMF10

595 lb              26,4 inch             66,1 inch             18,7 inch

529 lb               13,8 inch            60,82 inch           13,4 inch

683 lb             23,6 inch             67,52 inch           20,1 inch

661 lb                26 inch                67 inch               19 inch 

705 lb               23,6 inch            65,2 inch             17,7 inch

270 kg              670 mm             1680 mm             475 mm

240 kg               370 mm             1545 mm            340 mm

310 kg              570 mm               1715 mm             510 mm

300 kg              660 mm             1695 mm            490 mm

320 kg              600 mm             1655 mm            450 mm

RMF15

1007 lb            27,95 inch            74,8 inch           20,47 inch

882 lb               14,2 inch             68,5 inch            14,2 inch 

926 lb                27 inch              75,6 inch             21,3 inch 

948 lb                 28 inch               77 inch               23 inch  

948 lb               24 inch               72,3 inch             17,9 inch 

457 kg              710 mm             1900 mm             520 mm

400 kg              360 mm             1740 mm            360 mm

420 kg              650 mm             1920 mm            540 mm

430 kg               720 mm             1955 mm             575 mm

430 kg              610 mm              1835 mm             455 mm

RMF18

1150 lb              31,5 inch             80,7 inch           21,26 inch 

948 lb               18,1 inch              75,19 inch            15,7 inch 

1102 lb              31,5 inch               82 inch              22,5 inch 

1036 lb                33 inch               83 inch              24 inch   

1279 lb             24,8 inch              78 inch              18,5 inch 

522 kg              800 mm            2050 mm            540 mm

430 kg              460 mm              1910 mm            400 mm

500 kg             800 mm             2080 mm            570 mm

470 kg              830 mm              2115 mm            605 mm 

580 kg              630 mm             1980 mm            470 mm

RMF24

621 kg               850 mm            2200 mm            540 mm

700 kg               540 mm             2100 mm           400 mm

720 kg              830 mm             2210 mm            600 mm

750 kg              865 mm             2230 mm            570 mm

850 kg              770 mm             2320 mm            470 mm

1370 lb              33,5 inch            86,6 inch            21,26 inch

1543 lb               20,1 inch            82,68 inch           15,7 inch 

1587 lb              32,7 inch              87 inch             23,6 inch 

1653 lb              34 inch                88 inch              22 inch   

1874 lb             30,3 inch             91,4 inch             18,5 inch 

RMF30

741 kg              920 mm             2420 mm            550 mm

780 kg              560 mm             2300 mm           410 mm 

850 kg              920 mm            2450 mm            550 mm 

780 kg              870 mm             2485 mm            615 mm 

900 kg             800 mm            2390 mm            500 mm

1633 lb              36,2 inch            95,3 inch            21,65 inch

1720 lb               22 inch             90,55 inch            16 inch   

1874 lb             35,4 inch           96,46 inch            21,7 inch  

1720 lb              34 inch                98 inch              24 inch   

1984 lb             31,5 inch             94,2 inch             19,7 inch 

RMF40

873 kg             1150 mm             2600 mm           600 mm

1100 kg              620 mm            2430 mm           430 mm 

1250 kg            980 mm            2600 mm            600 mm

1150 kg             1100 mm            2500 mm            500 mm

1150 kg             820 mm             2650 mm            650 mm

1925 lb           45,28 inch            102,4 inch          23,62 inch

2425 lb             24,4 inch           95,66 inch             17 inch   

2756 lb            38,6 inch             102 inch             23,6 inch 

2535 lb              43 inch               99 inch              20 inch   

2535 lb             25,6 inch            104,4 inch           25,6 inch 

RMF55

1412 kg             1300 mm            2850 mm            810 mm 

1580 kg              700 mm            2525 mm            485 mm 

1620 kg             1100 mm             2870 mm           870 mm 

1350 kg            1300 mm            2750 mm            750 mm 

1650 kg             1000 mm            2795 mm            795 mm 

3113 lb             51,18 inch             112,2 inch           31,89 inch 

3483 lb              27,6 inch            99,41 inch             19 inch   

3571 lb              43,3 inch              113 inch             34,3 inch  

2976 lb               51 inch               108 inch              30 inch   

3638 lb              39,4 inch             110,1 inch            31,3 inch  

RMF80

2580 kg            1700 mm            3200 mm            1110 mm

2000 kg            750 mm             2610 mm            520 mm

2800 kg            1600 mm            3355 mm           1265 mm

2550 kg            1600 mm             3015 mm            925 mm

2600 kg             1400 mm            3205 mm            1115 mm

5688 lb            66,93 inch            126 inch             43,7 inch 

4409 lb            29,5 inch            102,76 inch         20,5 inch  

6173 lb               63 inch               132 inch              50 inch   

5622 lb               63 inch                119 inch              36 inch   

5732 lb               55,2 inch            126,3 inch          43,9 inch  

RMF110

3500 kg            1900 mm           3500 mm           1240 mm

2500 kg            800 mm             2815 mm             555 mm

3800 kg            1800 mm            3685 mm           1425 mm

3750 kg            1750 mm             3270 mm           1010 mm

3600 kg             1565 mm            3506 mm           1246 mm

7716 lb              74,8 inch            137,8 inch          48,82 inch 

5511 lb              31,5 inch            110,83 inch             22 inch  

8378 lb              71 inch                145 inch            56,1 inch   

8267 lb               69 inch               129 inch             40 inch   

7937 lb               61,7 inch             138,1 inch            49,1 inch  


